
MAIN SPECIFICATIONS

Type of vessel: Fast utility vessel

Classification:
1 ✠ HULL • MACH
Light ship / Fast utility Vessel / 
Fast utility vessel sea area 3

IMO: 9773662

Callsign: DKHY

MMSI: 211716130

Flag: German

Tonnage (UMS): 174

I General

I Dimensions
Length O.A.: 23.95 m

Beam O.A.: 10 m

Draught aft (range): 2.35 m

Max deadweight tonnage: 20 t

Clear Deck Area: 75 m²

Deck loading: 1 t/m²

I Tank Capacities

Fuel oil: 14.20 m3

Fresh water: 1.80 m3

Black/Grey water: 0.50 m3

Dirty oil: 0.34 m3
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DETAILED SPECIFICATIONS

Bow thrusters: 2 x 52 kW

Main engines: 2 x CATERPILLAR C32 TTA

Power output: 2 x 895 kW

I Propulsion System

Generator sets:
2 x CATERPILLAR C2.2 
2 x 28 kW

Harbour Set: No

I Auxiliary Systems

Crane FWD: Heila HLMR 20-2s 2.2 t @ 8.60m

Towing hook: No

Bow roller: No

Towing pins: No

I Deck Lay-out

POB: 24 + 2 crew

Cabins: 2 x single

I Accommodation

GMDSS: A1, A2
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I Navigation & Communication

GENERAL ARRANGEMENTS
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