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MAIN SPECIFICATIONS

| General
Type of vessel:

Classification:
IMO:

Callsign:

MMSI:

Flag:

Tonnage (UMS):

| Performances

Bollard Pull ahead:
Bollard Pull:
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Multi-Purpose Tug

DNV "X 100 A5 tug MC
9533969

18135266

376656000

St Vincent and the Grenadines
309
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I Tank Capacities

Fuel oil:

Fresh water:
Black/grey water:
Dirty oil:

| Dimensions

Length O.A.:
Beam O.A.:

Draught aft (range):

Clear Deck Area:
Deck loading:
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174.90 m3
40.90 m?
3.30m?3
430 m?

30.08 m

9.10 m
2.90-3.20m
65 m?

15 t/m?
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MTS Vigilant — Shoalbuster 3009

/. DETAILED SPECIFICATIONS

| Propulsion System

Bow thurster: 185 kW

Stern thurster: No

Main engines: 2 x CATERPILLAR 3512BTA/ C
Power output: 2460 kW

I Auxiliary Systems

2 x CATERPILLARC4.4 + 1 x

Generator sets: CATERPILLAR C18

| Accommodation

POB: 7
. 3 x single
Cabins: 2 x double
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| Deck Lay-out
Crane AFT:

Anchor handling winch:

Towing winch:
Tugger winches:
Stern roller:
Towing pins:

Heila HLRM 170-3SL
100t/100t (pull/hold)
50t/100t (pull/hold)

8t (pull /hold)

SWL 100t

3 -in row + Shark Jaw Fork
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